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Caldera de agua 
caliente 500 KW

División Calefacción

AEROTERMOS ELÉCTRICOS

ESTUFAS DE JARDÍN

ESTUFAS INFRARROJOS

GENERADORES RAYOS INFRARROJOS

GENERADORES DE AIRE CALIENTE

CORTINAS DE AIRE

EQUIPOS COMPACTOS

CLIMATIZADORES DE AGUA

DESESTRATIFICADORES DE AIRE

CONDUCCIÓN - DISTRIBUCIÓN AIRE
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Empresa acreditada  
para alquiler de maquinaria 

ASEAMAC-PAE-01:2014-N1 

EMPRESA 
ACREDITADA 
ISO 9001

Grupo térmico presurizado de gasóleo. Chapa de 
acero baja temperatura.
Calderas presurizadas con inversión de llama en 
cámara de combustión y haz tubular de pasos de 
humos, homologado como baja temperatura según 
directiva 92/42 CEE. Tª mínima de retorno > 50 ºC.
El diseño interior de circulación de agua, garantiza 
la perfecta uniformidad de la temperatura en su 
interior, evitando la posible formación de depósitos 
cálcareos.

Grupos térmicos compuestos de:
– Caldera 
– Quemador de gasoleo (modelo según tabla),
– Panel de control termostático BT de 3 etapas con:
• Termostato gestión bomba anticondensados, 

termostato de 1ra, 2da y 3ra etapa de quemador.
• Interruptor de puesta en marcha de bomba y 

caldera.
• Termostato de seguridad con rearme manual.
• Termómetro de caldera digital.

500 KW

· Depósito de Combustible (gasóleo)

Características técnicas

Potencia nominal max: 525 kW Tensión de servicio: 400v/50 Hz

Potencia nominal min: 250 kW Combustible: Gasóleo

Rendimiento útil al 100% potencia máx: 92,50% Consumo de gasóleo 3 etapas: 9/24/50 L/h

Potencia eléctrica quemador: 1.100w Nivel de presión sonora: 60dB(A)/10m.

Conexión eléctrica: Cetac 32A 5P 3 F+N+T Longitud de cable eléctrico: 1,5 m

Datos circuito hidráulico

Caudal agua min-max: 20-30m3/h Capacidad total de la caldera: 405 L

Bomba de agua externa: 4kW, 400V Conexiones de agua: 2” Camlock

Presión estática disponible: 23 m.c.a. Temperatura de trabajo: 80ºC

Pérdidas de carga lado agua: DT 10ºC: 40mbar Temp. min-max impulsión de agua: 60-90ºC

Pérdidas de carga lado agua: DT 15ºC: 22mbar Vaso de expansión: 50 L

Pérdidas de carga lado agua: DT 20ºC: 12mbar

Dimensiones

Largo x Ancho x Alto: 2.600x1.100 x1.950 mm Diam. salida de humos: 250 mm 

Peso neto: 1.100 kg

Equipamiento incluido

CALDERA DE AGUA CALIENTE

· Conductos de agua

Equipamiento opcional
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CERTIFIED COMPANY

Association of machinery and equipment rental

ISO 9001 
CERTIFIED 
COMPANY

Characteristics: Self-extinguishing 
flexible conduit made of PVC and 
fiberglass with spiral in steel.
Working temperature: from -10ºC to 
+ 70ºC
Use: Clean air ducting in air 
conditioning, heating and ventilation 
installations.
Available diameters: From 100 to 
630 mm
Usual lengths: 5, 6 and 10 meters

Features: Flexible self-extinguishing 
flexible duct made of polyester with 
steel spiral.
Working temperature: from -40ºC to 
+ 130ºC
Use: Hot air ducting at very high 
temperatures.
Available diameters: From 300 to 
630 mm
Usual lengths: 5, 6 and 10 meters

Characteristics: Insulated flexible 
duct built internally by a flexible duct 
with steel core and wrapped with 
25mm thick rock wool and outer 
shell in anti-condensation and self-
extinguishing PVC.
Use: Channeling of air conditioning 
and hot air to avoid heat losses to the 
outside.
Available diameters: 400 and 600mm
Usual lengths: 6 meters

Characteristics: Flexible duct in 
polyester and PVC anti-humidity and 
self-extinguishing perforated for the 
distribution of the air along this.
Working temperature: from -10ºC to 
+ 70ºC
Use: Impulse of clean air in air 
conditioning, heating and ventilation 
installations and distribution of air 
through the perforations.
Available diameters: 400, 600 and 
800 mm
Usual lengths: On demand

Features: Flexible polyester and 
PVC duct with self-extinguishing high 
strength steel spiral.
Working temperature: from -40ºC to 
+ 90ºC.
Use: Hard ventilation works in tunnels, 
sewerage and construction sites.
Available diameters: 400, 600 and 
800 mm.
Usual lengths: 3, 6, 10 and 12 
meters.

CLIMATIZATION FLEXIBLE CONDUCT

FLEXIBLE HEATING CONDUCT - HIGH TEMPERATURE

ISOLATED FLEXIBLE DUCT

PERFORATED INFLATABLE FLEXIBLE DUCT

REINFORCED FLEXIBLE DUCT 
Characteristics: They produce greater 
propulsion to the air flow multiplying the 
reach of the air jet. By the funnel shape 
they reduce the sound wave that tends 
to expand greatly reducing the sound 
level. It also offers the possibility of 
embocar circular ducts.
Working temperature: from -30ºC to + 
130ºC.
Use: Air distribution and channeling.
Available diameters: On demand.
Usual lengths: On demand.

Features: Flexible self-extinguishing 
polyester and PVC reinforced duct with 
high strength steel spiral.
Working temperature: from -30ºC to + 
70ºC.
Use: Hard ventilation works in tunnels, 
sewerage and construction sites.
Available diameters: From 300 to 2,200 
mm.
Usual lengths: 5, 10, and 20 meters

Features: Flexible duct in polyester and 
self-extinguishing PVC.
Working temperature: from -40ºC to + 
90ºC.
Use: Clean air drive in air conditioning, 
heating and ventilation installations.
Available diameters: From 300 to 2,200 
mm.
Usual lengths: On demand.

Characteristics: Galvanized steel 
metallic conduit with quick metu type 
or screw connections. Possibility of 
ordering the conduit with internal 
thermal insulation to avoid condensation 
and heat loss.
Working temperature: from -30ºC to + 
130ºC
Use: Air ducting and distribution
Available diameters: On demand
Usual lengths: On demand

Characteristics: Sometimes it is not 
enough to just ventilate, many times it is 
necessary that the ventilated air does not 
disturb the environment. TST Ventilation 
has a wide range of solutions so that 
contaminated or dusty air passes through 
bag filters, the dust problem is eliminated 
and it is not transferred to the neighbor.
Working temperature: from -10ºC to + 
50ºC.
Use: Air filtration to retain particles and dust.
Available diameters: 400 and 710 mm.
Usual lengths: 2 and 8 meters.

FLEXIBLE TUNNEL BEHAVIOR

SUSPENDED INFLATABLE DUCT

RIGID METAL DUCT

FILTERING SLEEVE

IMPULSION HOLES AND PLENUMS
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UNA EMPRESA FAMILIAR A TU SERVICIO DESDE 1975
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